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28 TRANSMITTER DISTRIBUTOR UNITS (LAXD, LCXD) 


LUBRICATION 
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1. GENERAL 


1.01 This section provides lubrication infor- 
mation for the 5-level, 28 transmitter 
distributor units (LAXD, LCXD). 


CAUTION: THE UNIT IS SHIPPED WITH 
THE OIL RESERVOIR EMPTY. REMOVE 
COVER PLATE FOR ACCESS AND FILL 
OIL RESERVOIR AS INDICATED IN 2.08, 
OIL RESERVOIR ASSEMBLY. 


1.02 In this section, the general areas of the 

unit are shown by photographs. The 
Specific points of lubrication are indicated by 
line drawings and descriptive text. The symbols 
in the text indicate the following directions: 


Symbol Meaning 
ol Apply one drop of oil. 
02 Apply two drops of oil, etc. 
G Apply thin coat of grease. 
SAT Saturate with oil (felt washers, 


oilers, etc). 


(c) Apply a coat of grease to all gears. 

(d) Saturate all felt washers, oilers, etc. 
(e) Apply oil to all pivot points. 

(f) Apply oil to all sliding surfaces. 


1.06 The transmitter distributor units should 

be lubricated before being placed in 
Service or prior to storage. After a few weeks 
of service, relubricate to make certain that all 
Specified points have received lubricant. 
Thereafter, the following schedule should be 
adhered to: 


Operating Lubrication 
Speed Interval 
60 wom 3000 hours or 1 year* 
75 wom 2400 hours or 9 months* 
100 wpm 1500 hours or 6 months* 


*Whichever occurs first. 


1.07 Forinformation pertaining to lubrication 
of associated parts, ie, motors, bases, 
etc, refer to appropriate sections. 
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2. LUBRICATION 


Ol Hooks - Each End Antibacklash Spring 


SAT Felt Washers Clutch Trip Lever 

02 ~=Pivot Points Clutch Trip Lever 
Antibacklash Lever 

Ol Hooks - Each End Armature Bail Spring 

SAT Felt Washers Armature Shaft 

ol Pivot Points Armature Shaft 

Ol Hooks - Each End Clutch Trip Lever 
Spring 

SAT Oil Wick Clutch Trip Lever 
Spring 
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2.02 Storing Switch Assemblies 


G Pivot Points Contact Lever Extension 


G Contact Points Contact Lever Slide 


Ol Engaging Surface 
Contact Lever Slide 


\e) Ol Pivot Points 
i Contact Lever Slide 


ol Hooks - Each End’ Contact Lever Slide 
Spring 


Ol Engaging Surface Contact Lever 
Slide 


G Bakelite Surface Contact Lever 
Slides 


Ol Hooks - Each End __ Slide Spring 
Ol Bearing Surface Contact Lever 
Slide 


Note: Keep contacts free of grease. 
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2.03 Distributor Block Assembly 


Ol 


ol 


Ol 


Ol 


02 


Pivot Points 


Contact Points 


Camming Surface 


Guide Slots 


Hooks - Each End 


Loops 


Pivot Point 


Contact Levers 
Contact Levers 
Cam Follower 
Lever 


Cam Follower 
Lever 


Cam Follower 
Lever Springs 


Compression 
Spring 


Cam Follower 
Lever 
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2.04 Clutch Assemblies 


Ol Hooks - Each End_ Clutch Shoe 
Lever Spring 


SAT Felt Wick Clutch Shoe 
(2 Places) 


CH aMMMUMIMIA=O 


Ol Hooks - Each End’ Clutch Shoe 
Spring 


2.05 Cam Sleeve Assemblies 


Felt Washers Cam Sleeve 


Gear Clutch 


Bearing (2) Clutch 


Shaft 

Felt Wicks Idler Gear 
Shaft 

Oil Hole Cam Sleeve 


(Opposite Side) 


Gear Clutch 
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2.06 #Pivoted Sensing Head 


02 


2.07 Check Pawl and Feed Wheel 
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Pivot Point 
Hooks - Each 
End 

Hooks - Each 
End 

Pivot Points ~ 
Pivot Point 


Pivot Points 
Felt Washers 


Teeth 


Pivot Point 


Hooks - Each 
End 


Tape Depressor 


Tape Depressor 
Spring 


Tape Deflector 


Spring 


Yoke and Tape 
Deflector 


Tape Lid 


Feed Wheel 
Feed Wheel 


Feed Wheel 
Ratchet 


Check Pawl 


Check Pawl 
Spring 
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2.08 Oil Reservoir Assembly 


SAT Wick Sensing and 
Distributor Cam 


FILL Reservoir Cam Oiler 


Note: Oil depth not to exceed 7/8 inch. Use 


a 0.010 inch flat gauge from TP117781 set of 
gauges as a dip stick. 


2.10 
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2.09 Sensing Mechanism 


— ol Sliding Surfaces Sensing Pins 


Felt Washer Cam Follower 
Roller 
Hooks - Each End Auxiliary Lever 
Spring 
Hooks - Each End __ Sensing Bail 
Spring 
Pivot Point Sensing Pin 
Pivot Point Sensing Bail 
Sensing Pins 
SS SON 
SW Hooks - Each End Pusher Stripper 
Bail Spring 
Pivot Point Pusher Stripper 
Bail 
Felt Washer Cam Follower 
Roller 
S SN Ol Hooks - Each End Latch Stripper 
SN Bail Spring 
SAT Felt Washer Cam Follower 
Roller 
02 Pivot Point Latch Stripper Bail 


Page 8 


2.10 


Sensing Mechanism (continued) 


02 


O1 


Ol 


Ol 


02 


Ol 


Ol 


Ol 


Ol 


Oi 
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Pivot Points 


Auxiliary Levers 


Hooks - Each End _ Auxiliary Lever 


Sliding Surfaces 


Hooks - Each End 


Pivot Points 


Sliding Surface 


Hooks - Each End 


Bearing Surface 


Hooks - Each End 


Engaging Surface 


Spring 


Pushlevers 


Pushlever Springs 


Pushlevers 


Latchlevers 


Latchlever Spring 


Latchlever and 
Pushlever 


Pushlever Spring 


Latchiever 
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Feed Mechanism 


2.11 


SAT 


ol 
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Felt Washers 


Felt Washer 


Sliding Surface 


Hooks - Each End 


Felt Washer 


Pivot Point 


Pivot Shaft 


Feed Lever 


Feed Lever 


Feed Lever Spring 


Cam Follower 
Roller 


Feed Lever 


2.12 


(@ 


2642 2.17 
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Fixed Sensing Mechanism 


Ol 


Ol 


02 


Sliding Surface 


Hooks - Each End 


Pivot 


Hooks - Each End 


Pivot Point 
Engaging Surface 


Felt Wick 


Cam Surface 


Pivot Point 


Sensing Pins 


Sensing Bail 
Springs 


Sensing Pin 
Assembly 


Sensing Pin 
Springs 

Sensing Pin 
Sensing Bail 


Cam Follower 
Roller 


Sensing Cams 
Sensing Bail 


Sensing Pins 
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Px 
2.04 
~ 
iS 
[2.08 | ‘© 
= 
=F 
2.05 


2.13 Cam Sleeve Assemblies (continued) 


| G Gears (2) Clutch 


= 02 Bearings (4) Clutch Shafts 


SAT Felt Wicks Idler Gear Shaft 


ee 
LK, 
| 


a mn » 
=a) 
Sree 

l 


03 Oil Holes (2) Cam Sleeve 
(Opposite Side) 


ANKTIUUNANN 


a 

= 

= 
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H| KSI kes 
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=: 


£9 
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a) 


as 


betta uel Henney} L 


SAT Felt Washers (6) Cam Sleeve 
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2.14 


Feed Mechanism (continued) 


Po INNINAN Or Fy 
/ 
. f- * 


ol 
ol 


Ol 


ol 


Ol 
ol 


02 


Ol 


SAT 


Ol 


SAT 


— 02 
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Ratchet Teeth 


Shaft 


Felt Wicks 


Detent Roller 


Hooks - Each End 


Pivot Point 


Hooks - Each End 


Engaging Surface 


Pivot Points 


Guide Slot 


Felt Washer 


Hooks - Each End 


Felt Washer 


Pivot Point 


Feed Wheel 


Feed Wheel 
Ratchet 


Feed Wheel 


Feed Wheel 


Feed Pawl Spring 


Detent Lever 


Spring 


Feed Lever 
Extension 


Feed Lever Bail 


Feed Lever 


Feed Lever Shaft 


Feed Lever Spring 


Cam Follower 
Roller 


Feed Lever 
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2.15 Tape Lid and Tape Guide 
G Teeth 
SAT Felt 
Washer 
a 
lg get Sch tH I 
= LS 
ol 
Ol 
G Latching 
Surface 
ol Each 
Loop 
2.16 Tight-Tape Sensing Mechaism 


Pivot Point 


Sliding Surface 
Pivot Point 
Hooks - Each End 


Pivot Point 


Pivot Point 


Point of 
Contact 
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Each 
Loop 


Bearing 
Surface 


Start-Stop 
Lever 


Tape Lid 
Shaft 


Start-Stop 
Detent 
Bail 

Tape Lid 


Release 
Bail 


Tape Lid 
Latch 


Tape Lid 
Latch 
Spring 


Tight-Tape Bail 


Tight-Tape Bail 
Intermediate Bail 
Yield Spring 


Slide Arm 
Assembly 


Slide Arm 


End of Slide Arm 


2.17 


Tape-Out and Tape Lid Mechanism 


02 
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Sliding Surface 


Contact Point 


Hooks - Each End 


Guide Slot 


Sliding Surface 


Guide Slot 


Tape-Out Pin 


Tape-Out Pin 
Extension 


Spring 


Tape-Out Pin 
Guide Post 


Tape Lid Pin 


Tape Lid Pin 
Guide Post 
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